
30-587

Tool w/die N/A

30-591

Tool w/die N/A

30-593

Tool w/die N/A 

30-594

Tool w/die N/A

30-599

Tool w/die N/A 

30-479 (Tool w/die)

30-556 
J-11 Crimp Tool for two, four or 
x-position modular plugs

Tool w/die N/A

30-559 
J-45 Eight-position Crimp Tool 
r keyed or non-keyed modular 
ugs

Tool w/die 30-522

30-560 
J-45 Eight-position Crimp Tool 
r AMP RJ-45 modular plugs

Tool w/die 30-521

30-570

Tool w/die N/A 

30-572

Tool w/die N/A

30-573

Tool w/die 30-481

30-576 

Tool w/die 30-485

DataComm Equipment

Crimpmaster™ Crimp Tools & Die Sets
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G-11

Dies change quickly and easily 
with a screwdriver. 
Interchangeable dies 
provide versatility 
in a single tool

Pressure adjustment
for actuation force

Ratchet crimp action 
provides repeatable and
reliable terminations

Crimp release provides
operator safety

Description Cat. No.

30-506

30-577 

Tool w/die 30-482 

30-578 

Tool w/die 30-483

30-579 

Tool w/die 30-500

30-580

Tool w/die N/A

30-581 

Tool w/die 30-502

30-582 

Tool w/die 30-503

30-586 

Tool w/die N/A

Also available in these kits:
33-400 33-917
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High quality ratchet-type crimp tool for electricians, contractors and installers who require guaranteed repeatability of good mechanical and
electrical connections.

Crimpmaster™ Crimp Tool Frame

R
si

N-Series and RG-8/11 Connectors 
(Hex, 0.429 (10.90mm), 0.100
(2.54mm), 0.080 (2.03mm)

RG-58, RG-174 and RG-8218 for both 
50 and 75 ohm cables (Hex 0.213 
(5.41mm), 0.178 (4.52mm), 0.068 
(1.73mm), 0.042 (1.07mm)

R
fo
pl

RG-59, RG-6, and 8281 50 and 75 
OHMcables (Hex, 0.324(8.23mm), 
0.255 (6.48mm), 0.068 (1.73mm), 
0.042 (1.07mm)

Plenum and Non-Plenum Thinwire 
Cables RG-58 and 59 (Hex, 0.213 
(5.41mm), 0.190 (4.83mm), 0.068 
(1.73mm), 0.042 (1.07mm)

R 2 2

fo insulated terminals/color coded 
nests

(Hex, 0.052 (1.32mm), 0.068 (1.73mm), 
0.100 (2.54mm), 0.213 (5.41mm), 
0.255 (6.48mm)

RG-6, RG-174, Belden-Type 
RG-8281 cables (Hex. 0.324 
(8.23mm), 0.178 (4.52mm), 
0.068 (1.73mm)

22-8 AWG (.3mm - 8mm)
non-insulated terminals

2 2

2 2 2 2

miniature insulated rings, spade 
and butt splices

Cambridge CP-88, CP-89 BNC/TNC 
coax connectors with RG-58, RG-59/
RG-62 AU cables (Hex 0.305 
(7.75mm), 0.068 (1.73mm), 0.228 
(5.79mm)

RG-174, Mini 59 BNC/TNC 
Connectors (Hex, 0.178 (4.52mm), 
0.128 (3.25mm), 0.068 (1.73mm)

Connectors (Hex, 0.255 (6.48mm), 
0.213 (5.41mm), 0.068 (1.73mm)

F-type CATV RG-59, RG-6 
Connectors (Hex, 0.350 (8.89mm), 
0.320 (8.13mm), 0.255 6.48mm)

22-12 AWG (.324mm - 3.31mm) 
Non Insulated Open Barrel 
Connectors, Commercial Type

Open Barrel Pins and Sockets

For insulated terminals, 22-10 AWG
with built-in locator 

1-800-435-0705 for Customer Service www.idealindustries.com

22-10 AWG (.324mm - 5.261mm) Mini UHF and BNC/TNC 5 cavity 

2 2 Fully Insulated quick disconnect 
terminals with thinner wire barrels 
22-10 AWG (.324mm - 5.261mm)

16-26 AWG (1.31mm - .128mm) RG-58, RG-59/62, BNC/TNC Coax 30-18 AWG (.205mm - 2.08mm) 

2 2



Tools and Totes

C-23
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Crimp Tool

n EAL crimp sleeves

n erage for right-
e-indent crimps

n sts wire

n  handles 
id, 

Description Cat. No.

30-425

Mechanical Indentor and 
Crimp Tool

n

n

n

n

n

Description Cat. No.

88-843

Heavy-Duty Crimp Tool

n s for 2, 4, 6 or 8 AWG 
m2 uninsulated terminals

n imp nests eliminate 
hanges

n d metric wire 
y marked on 
 nest

n ip 
 a 

n s are UL Listed when using this tool with IDEAL 

Description Cat. No.

Tool 83-005

Ratchet Crimp Tool

n e 
n 

n

n

Description Cat. No.

83-001

Description Cat. No.

C-24

Buchanan Construction Products
Four-Way Crimp Tool

n es 
 

n

n r different connector sizes

Cutter

n

n

n

n

Description Cat. No.

35-781

35-782
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Crimp nest
and 8-38 m
Rotating cr
costly die c
Decimal an
sizes clearl
each crimp
Comfort-gr
handles for
secure grip
Connection
Non-Insulated Terminals (#8 - #4 AWG). 

Heavy-Duty Crimp 

Handles all common BX, MCAP, MC and Flex cables 
Blade cuts armor without damage to internal conductors
Splices cleanly through casings with only a few turns
Handle knob stores up to six replacement blades

Crimps all ID
Excellent lev
angle, doubl
Cuts and twi
Vinyl-coated
provide a sol
comfortable 
grip

Replacement blades (5/pack)

Rotary Armored Cable Cutter

Use with aluminum (6 AWG to 4/0) and copper 
(8 AWG to 250 KCMIL) wires
Adjustable crimping nests with clearly marked gauges
Lightweight and easy to operate
Rugged cast steel construction for long-term durability 
Connections are UL Listed when using this tool with IDEAL
Non-Insulated Terminals (#8 - #4 AWG). 

Mechanical Indentor

Patented design ensur
even compression and
reliable connections 
Spring-loaded, cam-
actuated plungers
Fingertip adjustment fo

Four-Way Crimp Tool      

Crimps insulated or bar
terminals and splices o
10 – 22 AWG wire
Ratchet action 
prevents release prior
to crimp connection — 
helps ensure uniform crimps
Vinyl-coated handles provide a solid, comfortable grip

Ratchet Crimp Tool

1-800-435-0705 for Customer Service www.idealindustries.com

Crimp Tool - 10-1/4 in.




